
Ball-bearing Runners
& Concealed 

For All Kinds of
Furniture

Runners

INNOVATIVE  FUNCTIONS  AND  DESIGN





0303

30kg30kg

Technical specifications

Full extension

32mm hole pattern. 

Hold/close  function lever

   disconnect for drawer removal,

   easy for installation

Side mount.

45mm stroke of Soft-closing

Load rating: 30KG.

50000 Cycles Fatigue Tests
CERTIFIED by SG

Soft-closing
mechanism on both sides

4
5

.7

12.7+0.8
-0

End viewMounting hole postion

4.5x9.5

A

4.5 6.4

16

B

C

D35 35

16

25

Dimension

Slide Travel  -3/+6 Slide  Length

10

64

4.5x9.5 4.5

45mm stroke of Soft-Closing

37 37

2

 Slide Length

250

300

350

400

450

500

550

600

 Slide Travel

250

300

350

400

450

500

550

600

A 

96

96

128

160

192

224

224

224

B

224

256

288

352

384

448

480

C

160

160

192

224

224

224

224

D

256

320

352

352

352

Load capacity

20kg

20kg

25kg

30kg

30kg

25kg

25kg

22kg

             Type

SAS-242SCN/AA

SAS-242SCN/A

SAS-242SCN/B

SAS-242SCN/C

SAS-242SCN/D

SAS-242SCN/E

SAS-242SCN/F

SAS-242SCN/G

Full Extension Ball Bearing Slide With Soft-closing



Normal

Lenght

250

300

350

400

450

500

550

SAS-338PCAA

SAS-338PCA

SAS-338PCB

SAS-338PCC

SAS-338PCD

SAS-338PCE

SAS-338PCF

 Extension

Loss

98.5

98.5

98.5

118.5

118.5

118.5

138.5

Drawer

Depth

240

290

340

390

440

490

540

Drawer

Width

max.800

max.800

max.800

max.800

max.800

max.800

max.800

10

10

10

10

10

10

10

Dimensions and drilling of drawer
Procedure of screw fixing for the clip

device:1 2 3

0404

m
in

7

Internal drawer width=

Internal cabinet width-42

max16

21m
in

2

1
0

-1
1

2
4

3
3
.5

 Standard deminseon

Fixing dimensions

6x10

NL-1
0

21

1
1

7
65

1( 3.5x12)
2( 3.5x12)

3( 3x6)

Anti-Tolerance
device

Internal drawer

Drawer with front
250

300

350

400

450

550

500

128

9

64 224 37

96

Fixing holes positionDrilling pattern

25kg25kg

4

41+X

Drawer length

Normal length

Technical specifications

Push-rebound function

built in slide

Clip device system

Partial  extension

Easy installation and

removal of drawer

Load capacity: 25kg

Drawer height adjustment:

0~3mm

Recommend max.width

drawer 800mm.

CERTIFIED by SG

Partial Extension Push-rebound
Function Concealed Slide with clip device

50000 Cycles Fatigue Tests

Drawer length

Normal length

Anti-Tolerance
device



250

300

350

400

450

500

550

Type
Normal
length

SAS-338PPAA(10 )

SAS-338PPA(12 )

SAS-338PPB(14 )

SAS-338PPC(16 )

SAS-338PPD(18 )

SAS-338PPE(20 )

SAS-338PPF(22 )

221

271

321

371

421

471

521

X1

189

239

289

339

389

439

489

X2

87

87

87

107

107

107

127

X3

Anti-Tolerance
device

0505

m
in

7

Internal drawer width=

Internal cabinet width-42

max16

21m
in

2

1
0

-1
1

2
4

Internal drawer

Drawer with front

3
3
.5

250

300

350

400

450

550

500

128

9

64 224 37

96

X1=With peg connection

      

X2=Plug in system single extension

       

X3=Extension loss

6

 Dimensions and drilling of the drawer

X2

X1

6x10

6
x
1

0

21

Pulg in( 7x9)

 Standard deminseon

Fixing holes position

Fixing dimensions

Drilling pattern

25kg25kg

4

41+X

Technical specifications

Push-rebound function
built in slide

system

Partial 

Plug in 

CERTIFIED by SG

Partial Extension Push-rebound Function
Concealed Slide with Plug in system

10

10

10

10

10

10

10

Drawer length

Normal length

50000 Cycles Fatigue Tests

Normal length

Anti-Tolerance
device

Drawer length



Normal length

SAS-338PPAA or SAS-338PCAA

SAS-338PPA   or SAS-338PCA

SAS-338PPB   or SAS-338PCB

SAS-338PPC   or SAS-338PCC

SAS-338PPD   or SAS-338PCD

SAS-338PPE   or SAS-338PCE

Drawer
depth

240

290

340

390

440

490

250

300

350

400

450

500

Drawer length=Normal length-10

Alu.Rotatio
n bar W

/RollerSide

 brackets

 fix
ing

Rotation glide

Fixing dimensions

21

m
in

2

2
43
3

.5
11

6
1

7
4

0

10

3
2

4
2
~
4
2
.520

0606

Anti-Tolerance
device

Internal drawer

Drawer with front

Drilling pattern

25kg25kg

41+X

Technical specifications

Push-rebound function built in slide

Partial 

Length: 520mm

 extension

Load capacity: 25kg

Recommend max.width drawer 1000mm.

Side panel max.14mm

Suitable: SAS-338PC SAS-338PP Series
min.30

4 0.5

min.35

Stabilizer for Partial extension Concealed Slide

SAS-338X

Normal length

Drawer length=Normal length-10

Anti-Tolerance
device

Normal
length

Central fixing brackets

Side fixing brackets

Wi=Internal Cabinet Width

Lalu=Wi-20mm

Lalu=Alu. Bar Length



Assembly
1 First you must install  the concealed slide correctly according the lenght of the slide cut the rotation glide by hand for installation

Fixing the rotation glide

     by screws 3.5x16mm

4 According the internal width of

      the drawer-20mm  to cut the

      alu.rotation bar and assembly 

5 Fixing the drawer

2 Fixing the rotation glide

     to the concealed slide

     (yellow hole)

0707

Stabilizer for Partial extension Concealed Slide

Wi=Internal Cabinet Width

Lalu=Wi-20mm

Lalu=Alu. Bar Length



Drawer depth

SAS-339N/AA

SAS-339N/A

SAS-339N/B

SAS-339N/C

SAS-339N/D

SAS-339N/E

SAS-339N/F

260

290

340

390

440

490

540

270

300

350

400

450

500

550

10

10

10

10

10

10

10

205

230

275

300

335

360

405

 Dimensions and drilling of the drawer

6

6x10

6x12

35

X1

X1+32

Pulg in( 7x9)

0808

 Standard deminseon

Fixing holes position

Fixing dimensions

Drilling pattern

30kg30kg

300

350

400

450

550

500
41+X

Internal drawer

Normal length

Drawer with front

LW

max. 16

1
0
-1

1

2
7 3
3

21

Technical specifications

Push-rebound function

built in slide

270

Full extension
Push-rebound Function Concealed Slide

Drawer length

50000 Cycles Fatigue Tests

Drawer length

Normal length

Normal  length



Fixing dimensions

21

m
in

2

2
73
3

1
4

.5
6

1
7

4
0

10

3
2

4
2
~
4
2
.520

0909

30kg30kg

Stabilizer for Full extension Concealed Slide

SAS-339NAA

SAS-339NA

SAS-339NB

SAS-339NC

SAS-339ND

SAS-339NE

Drawer depth

260

290

340

390

440

490

270

300

350

400

450

500

Alu.Rotatio
n bar W

/RollerSide fix
ing brackets

Rotation glide

SAS-339NX

Normal length

Drawer length=Normal length-10

Anti-Tolerance
device

Internal drawer

Drawer with front

Drilling pattern

41+X

Technical specifications

Push-rebound function built in slide

Partial 

Length: 527mm

 extension

Load capacity: 30kg

Recommend max.width drawer 1200mm.

Side panel max.14mm

Suitable: SAS-339N Series
Min.35

4 0.5

Min.40Normal length

Drawer length=Normal length-10

Anti-Tolerance
device

Normal length

Central fixing brackets

Wi=Internal Cabinet Width

Lalu=Wi-20mm

Lalu=Alu. Bar Length

Side fixing brackets



1010

Stabilizer for Full extension Concealed Slide

Assembly
1 First you must install  the concealed slide correctly according the lenght of the slide cut the rotation glide by hand for installation

Fixing the rotation glide

     by screws 3.5x16mm

4 According the internal width of

      the drawer-20mm  to cut the

      alu.rotation bar and assembly 

5 Fixing the drawer

2 Fixing the rotation glide

     to the concealed slide

     (yellow hole)

Wi=Internal Cabinet Width

Lalu=Wi-20mm

Lalu=Alu. Bar Length



Dimensions and drilling of drawer
Procedure of screw fixing for the clip

device:1 2 3

Normal

length

250

300

350

400

450

500

550

SAS-388SSCAA

SAS-388SSCA

SAS-388SSCB

SAS-388SSCC

SAS-388SSCD

SAS-388SSCE

SAS-388SSCF

 Extension

loss

96

96

96

120

120

132

132

Drawer

depth

240

290

340

390

440

490

540

Drawer

width

max.600

max.600

max.600

max.900

max.900

max.900

max.900

12kg

12kg

15kg

25kg

25kg

25kg

25kg

Loading

capacity

10

10

10

10

10

10

10

1111

m
in

7

Internal drawer width=

Internal cabinet width-42

max16

21m
in

2

1
0

-1
1

2
4

Internal drawer

Drawer with front

3
3
.5

Partial Extension Concealed Runner
with Soft-closing and Clip device System

250

300

350

400

450

550

500

128

9

64 224 37

96

 Standard deminseon

Fixing holes position

Fixing dimensions

Drilling pattern

25kg25kg

Technical specifications

Silent Smooth--Clip device

Partial 

6x10

NL-1
0

21

1
1

7
65

1( 3.5x12)
2( 3.5x12)

3( 3x6)

50000 Cycles Fatigue Tests

Drawer length

Drawer length

Normal length

Normal length



1212

m
in

7

Internal drawer width=

Internal cabinet width-42

max16

21m
in

2

1
0

-1
1

2
4

Internal drawer

Drawer with front

3
3
.5

Partial Extension Concealed Runner
with Soft-closing and Plug in System

250

300

350

400

450

550

500

128

9

64 224 37

96

6

 Dimensions and drilling of the drawer

X2

X1

6x10

6
x
1

0

21

Pulg in( 7x9)

250

300

350

400

450

500

550

Type
Normal
length

SAS-388SSPAA(10 )

SAS-388SSPA(12 )

SAS-388SSPB(14 )

SAS-388SSPC(16 )

SAS-388SSPD(18 )

SAS-388SSPE(20 )

SAS-388SSPF(22 )

 Standard deminseon

X1 X2

87

87

87

110

127

127

127

X3

221

271

321

371

421

471

521

189

239

289

339

389

439

489

600mm

600mm

600mm

900mm

900mm

900mm

900mm

12kg

12kg

15kg

25kg

25kg

25kg

25kg

Loading capacity Drawer width

10

10

10

10

10

10

10

Fixing holes position

Fixing dimensions

Drilling pattern

25kg25kg

Technical specifications

Silent Smooth--Plug in

Partial 

X1=With peg connection

      

X2=Plug in system single extension

       

X3=Extension loss

50000 Cycles Fatigue Tests

Drawer length

Drawer length

Normal length

Normal length



 Dimensions and drilling of the drawer

6

6x10

6x12

35

X1

X1+32

270

300

350

400

450

550

500

128

9

32 224 37

32

64

 Standard deminseon

SAS-399NAA

SAS-399NA

SAS-399NB

SAS-399NC

SAS-399ND

SAS-399NE

SAS-399NF

Drawer depth

260

290

340

390

440

490

540

270

300

350

400

450

500

550

10

10

10

10

10

10

10

205

230

275

300

335

360

405

21

21

10

10

10

10

10

37

10

4

37+X

10X

Internal drawer

Drawer length= Normal length-10

Normal length

Normal length

Drawer length=Normal length-10

30kg30kg

 Drilling pattern
Drawer with front

Fixing dimensions

LW

max. 16

1
0

-1
1

2
7

LW -42

3
3

21

1313

Full  extension  Concealed  Runner
with Soft-closing  and  Plug  in  System

Technical specifications

Silent--Smooth-Plug in

Full extension

Easy installation and

  removal of drawer

Load capacity:30kg

Drawer height adjustment:

  0 +3mm

Recommend max.width

  drawer 1200mm.

SCERTIFIED by SG

Fixing holes position

50000 Cycles Fatigue Tests

Pulg in( 7x9)

Normal  length



Fixing holes position

30kg30kg

105

1( 3.5x20)

1a( 3.5x20)
2( 3x6)

6x10 NL-10

35

1
1

7

 Drilling pattern

37

10

4

Drawer with front

Internal drawer

37+X

10X

9

14 224 37

300

350

400

450

550

500

32 64 32 64 32

 Standard deminseon

Procedure of screw fixing
for the clip device:1 2

 Dimensions and drilling of the drawer

Fixing dimensions

LW

max. 16

1
0

-1
1

2
7

LW -42

3
7

21

1414

Full extension Synchronised Concealed Runner
with Soft-closing and Clip device System

Technical specifications

Silent--Smooth--Synchronised

Full extension

Easy installation and

  removal of drawer

Load capacity:30kg

Drawer height adjustment:

  0 +3mm

Recommend max.width

  drawer 1200mm.

SCERTIFIED by SG

270

SAS-402A

SAS-402B

SAS-402C

SAS-402D

SAS-402E

SAS-402F

SAS-402AA

Drawer depth

260

290

340

390

440

490

540

270

300

350

400

450

500

550

10

10

10

10

10

10

10

50000 Cycles Fatigue Tests

Normal
length

Normal length

Drawer length=Normal length-10

Drawer length=Normal length-10

Normal length



1515

Note
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